Shipping Reels 

U 

H 

B 

T 

Reel 

(Diameter") 

(inch) 

(inch) 

(inch) 

(inch) 

Factor 

Plastic 10.5" 

0.5 

2.75 

3.50 

7.00 

31.52 

Plastic 10.5" (in box) 

0.5 

2.75 

3.5 

10.00 

45.03 

Plastic 12" 

0.5 

3.00 

5.00 

7.00 

44.02 

Plastic 12" (in box) 

0.5 

2.5 

6.0 

10.0 

55.68 

Plywood 12" 

0.5 

3.25 

4.00 

7.00 

43.21 

Plywood 14" 

0.5 

3.75 

4.80 

9.00 

75.60 

Plywood 16" 

0.75 

4.50 

4.80 

8.75 

95.94 

Plywood 20" 

1.0 

5.00 

7.80 

12.25 

205.41 

Plywood 24" 

1.0 

5.75 

10.00 

12.25 

290.66 

Plywood 30" 

1.5 

8.50 

10.00 

14.00 

576.79 

Wood 36" 

1.5 

10.25 

11.80 

18.00 

1065.87 

Wood 40" 

1.5 

12.00 

11.75 

17.75 

1325.39 





















HOW TO CONVERT 
TO KW IN ONLY 1 
STEP 






For example, if you have a microwave 
that Gonsumes 1200VA and has a power 
factor of 0.9, then you should multiply 
1200VA by 0.9 to get 1060Watts. 
(1200VA /0.9 = lOaOWatts). 

Divide step 1 by 1000, the result will be 
in kW. 1060W / 1000 = 1.06kW 















Electrical Current Conversion Triad 



The chart below show the Currertt and 2015 Energy Factor requirements 


in a variety of common size water heaters 
2015 Standards; ELECTRIC - Common Sizes 



<55 Gallons 

> 55 Gallons 

Calculation 

CF = 0.960- 

(0.0003 X V) 

EF = 2.057 - (0.00113 X V) 

Rated Storage Volume 

20 

30 

40 

50 

65 

80 

120 

2012 Standard 

.94 

.93 

.92 

.90 

.88 

.86 

.81 

2015 Standard 

.95 

.95 

.95 

.95 

1.98 

1.97 

1.92 



















HOW TO USE 
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Formula Wheel Like A Pro 
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